QUANTITY AND DIMENSION TABLE

RISER | BARREL |HEIGHT REINFORCING
DIA. DIA. H X | v STEEL | CONCRETE
CM. PIPE BARREL R (INS)|D (INS.)| (FT.) [(NS)|(Ns)|  (LBS.)  |(cu. YDS.)
A A 15 12 4 3 | 4k 33 0.51
119 aE 24 15 4 | 2% | 3 51 0.74
24 18 4 | 4% | 3 51 0.74
30 21 4 | | 3 63 0.92
30 24 4 6 | 3 63 0.92
42 30 6 | 64 | 3 92 1.32
M PIPE RISER 48 36 6 | 8k | 3 108 1.56
o 54 42 6 | 10 | 3 126 1.81
PLAN VIEW 60 48 6 | 12 | 3 145 2.07
THIS DRAWING REPLACES DRAWINGS NO. 5,N—17,987 AND
R 5,0-19,000.40-2.
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STANDARDIZED DESIGNS — MUST BE ADAPTED TO THE SPECIFIC SITE.

CONCRETE SHALL CONFORM TO THE REQUIREMENTS OF CONSTRUCTION SPECIFICATION 31, CONCRETE, OR 32,

CONCRETE FOR MINOR STRUCTURES.

REINFORCING STEEL SHALL CONFORM TO THE REQUIREMENTS OF CONSTRUCTION SPECIFICATION 34, STEEL REINFORCEMENT.
CORRUGATED METAL PIPE SHALL CONFORM TO THE REQUIREMENTS OF CONSTRUCTION SPECIFICATION 51, CORRUGATED

METAL PIPE CONDUIT.

THE STRUCTURE SHALL CONFORM TO ENGINEERING STANDARD AND SPECIFICATIONS 378, POND WHEN APPROPRIATE.
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